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Package Contents 

Check your package contents to make sure you have received the 
following items. 

Quantum Programmer

15V DC 800MA Power Adapter 

 Using a power supply with a different voltage rating may 

damage this product and void its warranty. Using a power supply 

other than the one supplied may cause download failures. 

USB Cable

Please Note: The Quantum Programmer is 
NOT issued with a CD containing programming software. In order to make sure 
the software you are using is as up to date as possible, please go to our
Website www.qsindustries.com and download the latest copies of the following
from our downloads page: Q2 Upgrade, Quantum CV Manager, Q1a Upgrade, 
SiLabs Drivers 

If any of the above items are missing, please contact your 

dealer! 



Product Description 

Connectors: 
Back end view showing Power and USB Connectors 

Front end view showing Status LEDs and Track 
Connector 

LED Indicators: 

Green LED – Power / Activity 
ON – The Quantum programmer is powered and ready for operation. 
Blinking, Slowly – The Quantum Programmer is programming the locomotive 

on the program track. 
Blinking Rapidly – The Quantum Programmer detected a programming error. 

Red LED – Program Track Powered 
ON – The Quantum Programmer is applying power to the program track. In 
DCC Service Mode, the red LED may go on and off repeatedly during a 
complex programming operation as power is applied to the track only long 
enough to complete each portion of the operation. 

Blinking Rapidly – The Quantum Programmer detected an overload or short on 
the program track.  

Installation 

Connect to the Program Track 
Connect the Track Connector to an isolated piece of track to be used 
as a program track.  This track should not be connected to any other 
track on your layout.  

  Do NOT connect the 
programmer to your PC 
until AFTER you have 
installed the software & 
the USB drivers 

The program track must 
not be   connected to any other 
power source or the main track 
on your layout. 

Do not place a locomotive on the track at this time. 



Set up for use with Windows XP, Vista, or Windows 7 

Directions for Installing Quantum Programmer USB Drivers 

DO NOT CONNECT the Quantum Programmer to your computer until you 

have placed the driver files in a directory on your hard drive described 

below.  

1) Make a directory (folder) named SiLabs in the “C:\Program Files” folder on
your hard drive named “SiLabs”. ie C:\Program Files\SiLabs

2) Download the zipped (*.zip) USB driver file or get them from the CD in your
CD Drive.

3) Using an unzip program, extract the zipped driver files to the SiLabs folder
that you just created.

4) Connect power to the Quantum Programmer and connect the USB cable
from the Quantum Programmer to a USB port on your computer

5) The “Found New Hardware” wizard should appear. Select “No, not this time”
in response to “Can Windows connect to Windows Update to search for
software?”

If you saw “Found New Hardware”, skip this step and move on to Page 5 

If you did NOT see “Welcome to found New Hardware Wizard”. Your PC does 
not recognize the device and will not prompt you for  “Welcome to the found new 
hardware wizard ” In that case go to (Control Panel, System, Hardware) the 
device manager and look for  “other devices”. 

There should be an exclamation point on 
top of the question mark that is to the 
left of “Quantum Programmer or USB 
Device”  

Use your right mouse button on top of 
“Quantum Programmer” or “USB 
Device” to display the sub menu. Select 
“Update Driver” with the left mouse 
button.   



This will display the “Welcome to The Hardware Update Wizard” which requires 
the exact same steps as “Welcome to found New Hardware Wizard” . You can 
now follow the directions on the next page. 

Select  and then click 



Fig A1 

Click  and then click 

   Click 

     Click 

The USB drivers for the Quantum 
Programmer are now installed on your 
computer.  

If and only if your PC did not automatically 
start the “Welcome to the found new 
hardware wizard” and you had to add the 
drivers manually through the device 
manager. You should still have the device 
manager open on your desktop. You will 
now see that the Quantum Programmer is 
now recognized by Windows, and has it 
listed with your other USB devices see fig 
A1. You can now close the device manager 



Installing the software on Windows 8 / 8.1 

The driver will not install on windows 8. Part of this is because it is unsigned, and Windows 

8 won't allow this. The other part of the difficulty is that it needs to be installed in a 

troubleshooting / compatibility mode. 

First, have the silabs driver already downloaded and in its own subdirectory (unzip the file). 

Now, you need to put your computer into a special mode to accept unsigned drivers. You 

will set this up, the computer will reboot, and after installing the driver, this special mode 

will go away after the next reboot. Note well: if you don't get the driver installed and you 

reboot, you need to start the procedure over. 

Windows 8 by default will not let you install unsigned drivers. In order to install an unsigned 
driver, you can follow the steps shown below to start Windows 8 in "Disable Driver Signature 
Enforcement" mode. 

Move the cursor over the top or bottom right corner or the screen and it will show extra options 
on the right side of the screen (This is the new Charm Bar in Windows 8). Choose the Settings 
option (icon looks like a Gear). 

Choose Power option 



Choose General on the left hand side and then click Restart now button on the right 

Click Troubleshoot 



Click Advanced options 

Click Startup Settings 



Click the Restart button 

Select the Disable Driver Signature Enforcement and hit the Enter key to start Windows 



Now to install the driver: 

Go to the folder where you unzipped the driver. 

Right click on the installer executable: QP_USBXp_Installer.exe 

Select "troubleshoot compatibility" 

Now select "try recommended settings" 

In most cases, it will indicate that it's going to try "vista 64 bit" mode... that will work fine. 

Do the install, and accept the installation. 

To do the final driver loading, plug in the programmer, and then you should be able to use 

the QSI programs. 

You should now be able to install the driver needed. After the driver installs, you can reboot the 

computer and it should revert back to enabling driver signature enforcement again. 



Installing the driver on Windows 10 

The procedure for installing the driver on Windows 10 is very similar to the the procedure 

for Windows 8/8.1 but a little easier. Go to the “Start Menu”, click “Power” and hold down 

the shift key while clicking “Restart”. 

Your computer will then prepare to restart but take you to a special screen where you’ll be 

asked to choose an option. Select “Troubleshoot” 

Next Select “Advanced options” 



Under Advanced options select “Windows Startup Settings” 

Next click “Restart”. 



Once your computer has rebooted, you can select option 7 “Disable driver signature 

enforcement”. 

Once you have started the computer with Driver Signature Enforcement disabled, the drivers will 

install normally. You may still be prompted to “allow” the installation, but you will be able to 

complete it now. The next time you reboot your computer, everything will return to normal, and 

you will not have to go through this special restart again. 

Please note, occasionally 3rd party security programs like AVG, Norton, or Avast, can block the 

installation of certain drivers and applications. If you experience any trouble with the installation 

procedure as outlined here, we recommend you temporarily disable any such programs until the 

installation is complete. 



Using your Quantum Programmer 
The Quantum Programmer must be used together with a PC 
application to accomplish anything useful. 
There are currently three applications available for use with the 
Quantum Programmer. 

Q1aUpgrade – use this application to listen to sounds and upgrade 
your factory installed decoder’s firmware. 

Quantum Upgrade – use this application to listen to sounds and 
upgrade your aftermarket decoder’s firmware. 

QuantumCVManager – use this application to program your 
locomotive’s Configuration Variables.



Have questions? We’re happy to help! 

qsindustries.com
Email: qsindustries224@gmail.com

You can also find information and assistance at: https://groups.yahoo.com/
neo/groups/QSIndustries/info

License Agreement: 
By using this product you are accepting the terms of QSI’s license agreement. 
These license terms are an agreement between QS Industries Inc. (QSI) and you.  
They apply to any hardware, software, firmware, and any method by which you receive 
these items, if any. The terms apply to any QSI: Updates, Firmware, Network/Internal based 
services, Software, Support services, Hardware, Sound records, Anything incorporating any 
QSI technology and/or QSI intellectual property. 
By using any of the items listed above, you accept these terms. If you do not accept them, 
do not use this   product. Instead, return it to the seller for a refund or credit. 

Manufacturers Guarantee: 
This Quantum Programmer is guaranteed to be free of manufacturer defects for a period of 
90 days from date of purchase. Decoder must have been connected via the instructions in 
this guide and tested within that 90 day period in order to be eligible for free replacement 
should a problem arise.




